SVS-02is de3|gned with recordlng monitoring and trackmg capability. Good quality and hlghest video

compression rate allow continuous recording for several days by using Notebook 2.5" Hard Disk.

(€ FE €9

Product Features:
¢ Video and Audio simultaneous recordable
+ 4 Camera Input
* Record Quality selectable
+ Use 2.5" HDD and CFC as storage device
+ Overwrite Function available
« Provide USB and CFC back-up
Playback tracking on the spot and PC
+ OSD Menu Remote Control
+ Watch Dog Function
+ GPRS, GPS and Alarm system integration

- SPECIFICATION
Power DC 10~30V , 8-12 W
Video Input | 1/4 CH NTSC / PAL auto select, BNC
Video Output 1 CH NTSC/PAL selectable, BNC
Audio Input L/R line input, BNC
Audio Output L/R line output, BNC
Digital Input 6 input (isolated)

Digital Output

| 2 output (relay)

Serial Port

2 RS-232 port (GPRS, GPS)

| Control Port

1 RS-485

| USB Port

1 mini USB port for USB 2.0

Storage Device

| IDE 2.5” HDD (40~120G), CFC memory card

Remote Control

30 keys IR remote control

| Video Display

Real Time

Recording Mode

Cont. / Time-lapse / Timer / Event

Recording Quality

640*480 @10/20/30 fps (.mov files)

Compression

MP4

Play Mode Date time / Event

User Interface On Screen Display (OSD) menu
Weight 1.9 kg

Size 240 mm x 160 mm x 55 mm
Vibration Test 2.7G

Operating Temperature = -10°C ~70°C

Computer Software

Note Changes to specmcatlon and product features could be made wnhout prior notlce

Eplayer eOffline- Tracklng eOnline- Trackmg

Vehicle CCD Camera System

~ Multi-function design

ltem Name

.CCD-02
Image Sensor 1/3" CCD Sensor
View Angle 1120°, 150°(Diag.)
Operating Temp. -20°C to 50°C
Water Resistance ' IP 68
Installation Mounted & Drilled
Size - 52W*43H*43D
-~ Side View design
_ltem Name CCD-04
Image Sensor 1/4" CCD Sensor
View Angle 175°120°, 150°(Diag.)
 Operating Temp. -10°C to 60°C
- Water Resistance ' IP 68

 Installation Side Mounted & Drilled
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-+ Mini design

ltem Name

CCD-03
Image Sensor . 1/4" CCD Sensor
View Angle 175°,120°, 150°(Diag.)
Operating Temp.  -20°C to 50°C .
Water Resistance  IP 68
Installation Mounted & Drilled
Size 36W*38H*27D

- LENS & PCB separated design

TEL: 886-2-2218-4911

Item Name -CCD-05

Image Sensor - 1/4" CCD Sensor
- View Angle 175°120°, 150°(Diag.)

Operating Temp.  -10°C to 60°C
- Water Resistance - IP 68
Installation Drilled

FAX: 886-2-2218-7603

E-MAIL: orchco@ms19.hinet.net, orchidradio@hotmail.com
http:// www.orchidradio.com.tw



